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ARMOURED BACKHOE LOADER
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Tasit 4 tekerlekten tahrikli 4x4 tur. Direksiyon sistemi

hidroliktir. ~ Yenge¢c  yuUruUylusu  sistemine  sahiptir.
Elektrik kumandali 3 farkli direksiyon konumu mevcuttur.
Yolda surus icin 2 tekerlekten direksiyon. Dar dénus icin
4 tekerlekten direksiyon. Operator koltugu cok yonlu
ayarlanabilir ve siUspansiyonlu 6zelliktedir. Kabin icinde
Isitma ve sogutma icin klima sistemi bulunmaktadir.
Yan aynalarinda tasli ve sopali saldirilara karsi koruma
mevcuttur. Yangin geciktirici - alev yaymayan (anti-
flame) o6zellikli boya ile boyanmistir. Tasit kapilarinda,
kapilarin yasam alani icinden kilitlenmesini saglayacak
kilit sistemi mevcuttur. On cam korumasi aragtan
cikilmadan  otomatik acilip  kapanabilir ~ 6zelliktedir.
Arka-yan arka ve kapi camlari sabit cam kafes
korumasina sahiptir. Far-6n ve arka projektorleri
tasl ve sopal saldirilara karsi korunmustur. Tasitta
ara¢ disi  yangin, murettebat bolimiu ve motor
bolumu  yangin  sondirme  sistemi  bulunmaktadir.

Balistik Koruma (B6)

Kabin bélgesinin timi 7.62 x 51mm standart normal
uclu (M80) 830+10 m/s hizinda fisek ile yapilacak atislara
karsi mukavim olarak imal edilmistir. Tasitin camlari
EN 1063 BR6 NS standartlarindadir. Akii korumasi ve
yakit deposu 7.62 x 5Tmm standart normal uglu (M80)
830+10 m/s hizinda fisek ile yapilacak atislara karsi
mukavim olarak imal edilmistir. Sag - sol kapi cam altlari
ve 6n cam alt késesinde zirhli korumaya sahip ve iceriden
elle acilabilen surglalt atis mazgall bulunmaktadir.

Teker Korumasi

Tasitta lastik patladiginda asfalt Uzerinde en az
20 km mesafeyi 25km/h hizda gidebilecek 6zellikte
run-flat  sistemli  lastik  bulunmaktadir.  Tekerlek
yangini sondurme sistemi bulunmaktadir.

ARMOURED BACKHOE LOADER

The Loader is a 4x4 wheel drive with 4 tires powered with
a hydraulic steering system and “Crab” walk system. The
steering wheel has 3 positions that can be controlled from a
Remote Control.2 wheels steering for driving on the on-roads,
4 Steerin-wheels for the narrow areas and turns. The
operator chair is adjustable, versatile and with suspension.
The cabin is Air Conditioned with Cooling and Heating system.
Side mirrors are protected against stick or stone attacks.
The Loader is painted with fire resistant and anti-flame
paints. The Loader doors are supplied with a locking system
that enable the doors to be locked from inside the cabin
located at the vehicle doors. The Front Windows protection
can be controlled for opening and closing from inside the
cabin and without leaving the Loader. The rear-side and rear
door windows are protected with window cage protection.
The Headlights, front and rear Projector-lights are protected
with a steel cage against heavy stones and stick attacks. The
Cabin exterior and the Engine room is surrounded with fire
extinguishing systems.

Ballistic Protection (B6)

The cabin of the Loader is completely armoured and
protected against shoots from an 830+10 m/h 7.62 x 51 mm
standard end (M80) cartridge/shoots. The windows of the
Loader’s Cabin are of the EN 1063 BR 6 NS standards. The
battery protection and fuel tank protection are produced
to resist shots from an 830+10 m/h 7.62 x 51 mm standard
end cartridge/shoots (M80). Bottom parts of the left-right
windows and the lower edge of the windshield include
a sliding gun port that has an armoured protection and
can be manually turned on from the inside of the vehicle.

Tire Protection
The vehicle includes run-flat tires that can reach a 25km/h
speed for a minimum.

Katmerciler, 6nceden belirtmeden model, teknik 6zellikler, donanmim ve aksesuar degisikligi yapma hakkini sakl  tutar.
Katmerciler reserves the right to make changes model, technical features, equipment and accessories without prior notice.
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